
VMware Deliverable Release Notes

This document does not apply to HPE Superdome servers.  For information on HPE Superdome, see the following links:

HPE Integrity Superdome X 
HPE Superdome Flex

Information on HPE Synergy supported VMware ESXi OS releases, HPE ESXi Custom Images and HPE Synergy Custom SPPs is 
available at: 

VMware OS Support Tool for HPE Synergy

Information on HPE Synergy Software Releases is available at: 

HPE Synergy Software Releases - Overview

https://h20195.www2.hpe.com/V2/GetDocument.aspx?docname=4AA6-5018ENW
https://h20195.www2.hpe.com/v2/GetDocument.aspx?docname=a00043141enw
https://techhub.hpe.com/eginfolib/synergy/sw_release_info/VMware_Support.html
http://www.hpe.com/info/synergy-sw-release-information


Driver - Storage Controller Top   
HPE ProLiant Gen10 Smart Array and Gen10 Plus and Gen11 Smart RAID Controller Driver for VMware vSphere 7.0 (Driver Component).
Version: 2023.10.01 (Recommended)
Filename: cp055672.compsig; cp055672.zip

Important Note! 

This component is intended to be used by HPE applications.  It is a zip that contains the same driver deliverable available from the
vmware.com, plus an HPE specific CPXXXX.xml file.

Fixes 

Fixed an issue when PSOD occurs while attempting to access memory which had already been released.
Fixed an issue where PSOD is observed during array creation and deletion.
Fixed an issue where datastore creation using logical drive from VMware client GUI is too slow.
Fixed an issue where the Hotswapped HBA drives are detected after 20 minutes or when a manual rescan is done.

Firmware - Storage Controller Top
Firmware Package - HPE Gen11 Boot Controller NS204i-u, NS204i-d and HPE Gen10 Plus Boot Controller NS204i-p, NS204i-d, NS204i-t, 
NS204i-r
Version: 1.2.14.1012 (Recommended)
Filename: HPE_NS204i_Gen11_1.2.14.1012_A.fwpkg

Important Note! 

Current firmware has to be 1.0.14.1063 or later in order to enable PLDM firmware update functionality for the controller. Please find
the smart component versions of 1.0.14.1063 in below link:

Windows: https://www.hpe.com/global/swpublishing/MTX-be195b2891724ec8bb72c8bb2
Linux: https://www.hpe.com/global/swpublishing/MTX-269e14d0e2524277bf699f433
Vmware: https://www.hpe.com/global/swpublishing/MTX-1ffaca997cf248cd9f832a04c6

Prerequisites 

iLO 6 version 1.10 or later is required for Gen11 servers.
iLO 5 version 2.81 or later is required for Gen10/Gen10 Plus servers

Fixes 

Resolved duplicated Volume UniqueID.
Resolved NS204i firmware update failure along with SPS firmware update

Gen10 Patch Bundle 2023.09.00.01 Release Notes for VMware ESXi 7.0

Firmware - Lights-Out Management
Firmware - Storage Controller
Driver - Storage Controller
Driver - Network

https://www.hpe.com/global/swpublishing/MTX-be195b2891724ec8bb72c8bb27
https://www.hpe.com/global/swpublishing/MTX-269e14d0e2524277bf699f4338
https://www.hpe.com/global/swpublishing/MTX-1ffaca997cf248cd9f832a04c6


RESTful Interface Tool (iLOREST) 
4.5.0.0 HPQLOCFG v6.0.0
Lights-Out XML Scripting Sample 
bundle 6.00.0 HPONCFG Windows 
6.0.0
HPONCFG Linux 6.0.0
LOCFG v6.00.0 or later
HPLOMIG 6.0.0
Schema extender 6.1.0
Snap-in (x86) 6.0.0
Snap-in (x64) 6.0.0

  NOTE: Updated utilities and system libraries are required to support the iLO HighSecurity, FIPS, and CNSA security states. The 
HPONCFG Windows utility does not currently support the CNSA security state.

Fixes 

Fixed CloudConnect retry logic to reconnect to iLO once connectivity is resumed
Fixed the auto-connect issue if the HPE GreenLake Compute Ops Management (COM) was disabled due to a no-retry

Enhancements 

Enhanced iLO firmware to report additional description about the component for HPE GreenLake Compute Ops Management (COM) 
initiated firmware bundle update 
Added Enable/Disable of User Accounts option from Redfish and iLO GUI
For PLDM components, added the ability to selectively update the target devices on the system from Install sets and Update task 
queue

Driver - Network Top   
net-mst kernel module driver component for VMware ESXi 7.0 Update 3
Version: 2023.09.20 (Recommended)
Filename: cp058585.compsig; cp058585.zip

Important Note! 

This component is intended to be used by HPE applications. It is a zip that contains the same driver deliverable available from the
HPE vibsdepot.hpe.com webpage, plus an HPE specific CPXXXX.xml file.

Prerequisites 

NA

Enhancements 

NMST version 4.25.0.703

This version is supported on VMware ESXi 7.0 Update 3 only.

Supported Devices and Features 

Top   

Online ROM Flash Firmware Package - HPE Integrated Lights-Out 5 
Version: 2.98 (Recommended)
Filename: ilo5_298.fwpkg

Prerequisites 

Hewlett Packard Enterprise recommends the following or greater versions of iLO utilities 
for best performance:

Firmware - Lights-Out Management



HPE Part
Number Device Name PSID

764282-B21 HPE InfiniBand QDR/Ethernet 10Gb 2-port 544+M Adapter HP_1350110023
764283-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+M Adapter HP_1360110017
764284-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+QSFP Adapter HP_1370110017
P24837-B21 HPE Ethernet 10/25Gb 2-port 642SFP28 Adapter HPE0000000054
P11338-B21 HPE Ethernet 10Gb 2-port 548SFP+ Adapter HP_1200111023
764285-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+FLR-QSFP Adapter HP_1380110017
764286-B21 HPE InfiniBand QDR/Ethernet 10Gb 2-port 544+FLR-QSFP Adapter HP_1390110023
825110-B21 HPE InfiniBand EDR/Ethernet 100Gb 1-port 840QSFP28 Adapter HP_2180110032
825111-B21 HPE InfiniBand EDR/Ethernet 100Gb 2-port 840QSFP28 Adapter HP_2190110032
872726-B21 HPE InfiniBand EDR/Ethernet 100Gb 2-port 841QSFP28 Adapter HPE0000000009
879482-B21 HPE InfiniBand FDR/Ethernet 40/50Gb 2-port 547FLR-QSFP Adapter HPE0000000022
868779-B21 HPE Synergy 6410C 25/50Gb Ethernet Adapter HPE0000000006
779793-B21 HPE Ethernet 10Gb 2-port 546SFP+ Adapter HP_1200111023
779799-B21 HPE Ethernet 10Gb 2-port 546FLR-SFP+ Adapter HP_2240110004
817749-B21 HPE Ethernet 25Gb 2-port 640FLR-SFP28 Adapter HP_2690110034
817753-B21 HPE Ethernet 25Gb 2-port 640SFP28 Adapter HP_2420110034
P21927-B21    HPE Ethernet 100Gb 2-port QSFP28 MCX516A-CCHT Adapter MT_0000000417
P10112-B21    HPE Ethernet 10/25Gb 2-port SFP28 MCX562A-ACAI OCP3 Adapter MT_0000000241
P13188-B21    HPE Ethernet 10/25Gb 2-port SFP28 MCX512F-ACHT Adapter    MT_0000000416
P11341-B21    HPE Ethernet 10Gb 2-port SFP+ MCX4621A-ACAB OCP3 Adapter MT_0000000238
P21930-B21 HPE Ethernet 10Gb 2-port SFP+ MCX4121A-XCHT Adapter MT_0000000414
874253-B21 HPE Ethernet 100Gb 1-port 842QSFP28 Adapter HPE0000000014
P25960-B21 HPE Ethernet 100Gb 2-Port QSFP56 MCX623106AS-CDAT Adapter MT_0000000437
P06154-B21 HPE InfiniBand HDR/Ethernet 200Gb 1-port 940QSFP56 x16 Adapter HPE0000000034
P06250-B21 HPE InfiniBand HDR100/Ethernet 100Gb 1-port 940QSFP56 x16 Adapter HPE0000000035
P06251-B21 HPE InfiniBand HDR100/Ethernet 100Gb 2-port 940QSFP56 x16 Adapter HPE0000000036
P23664-B21 HPE InfiniBand HDR/Ethernet 200Gb 1-port MCX653105A-HDAT QSFP56 x16 Adapter MT_0000000451
P23665-B21 HPE InfiniBand HDR100/Ethernet 100Gb 1-port MCX653105A-ECAT QSFP56 x16 Adapter MT_0000000452
P23666-B21 HPE InfiniBand HDR100/Ethernet 100Gb 2-port MCX653106A-ECAT QSFP56 x16 Adapter MT_0000000453
P10180-B21 Mellanox MCX623105AS-VDAT Ethernet 200Gb 1-port QSFP56 Adapter for HPE MT_0000000435
P31246-B21 HPE Ethernet 100Gb 1-port QSFP28 PCIe3 x16 MCX515A-CCAT Adapter MT_0000000591

P31323-B21 HPE InfiniBand HDR/Ethernet 200Gb 1-port QSFP56 PCIe4 x16 OCP3 MCX653435A-HDAI
Adapter MT_0000000592

P31348-B21 HPE InfiniBand HDR/Ethernet 200Gb 2-port QSFP56 PCIe4 x16 OCP3 MCX653436A-HDAI
Adapter MT_0000000593

P31324-B21 HPE InfiniBand HDR/Ethernet 200Gb 2-port QSFP56 PCIe4 x16 MCX653106A-HDAT Adapter MT_0000000594
P42041-B21 Mellanox MCX631432AS-ADAI Ethernet 10/25Gb 2-port SFP28 OCP3 Adapter for HPE MT_0000000551
P42044-B21 Mellanox MCX631102AS-ADAT Ethernet 10/25Gb 2-port SFP28 Adapter for HPE MT_0000000575

nmlx4_en Driver Component for VMware 7.0
Version: 2023.09.13 (Recommended)
Filename: cp058530.compsig; cp058530.zip

Important Note! 

Known Issues:

ConnectX-3 Pro 10G adapter cards incorrectly report support for 40G speed when running the "esxcli network nic get"
command.
When the port is DOWN, the management interface "port type" field indicates one of the port types supported by the device,
in the following order: TP, FIBER, DA, NONE. If the port supports several cable types, the first type in the list mentioned
above will be printed.
When the port is UP, the management interface port type field (nmlx_en_MgmtIFPortType) indicates which one of all possible
supported types is currently connected.
Managment interface port type field reports SFP-to-RJ45 cable as FIBER.
Management interface auto negotiation field is equivalent to "esxcli network nic get -n vmnicX" field "Pause Autonegotiate".



Fixes 

No fixes are included in version 3.19.70.2001:

Enhancements 

Changes and New Features in version 3.19.70.2001:

Added support for host seeding for ESXi 7.0.

Supported Devices and Features 

HPE Part Number Device Name PSID
764282-B21 HPE InfiniBand QDR/Ethernet 10Gb 2-port 544+M Adapter HP_1350110023
764283-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+M Adapter HP_1360110017
764284-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+QSFP Adapter HP_1370110017
764285-B21 HPE InfiniBand FDR/Ethernet 10Gb/40Gb 2-port 544+FLR-QSFP Adapter HP_1380110017
764286-B21 HPE InfiniBand QDR/Ethernet 10Gb 2-port 544+FLR-QSFP Adapter HP_1390110023
779793-B21 HPE Ethernet 10Gb 2-port 546SFP+ Adapter HP_1200111023
779799-B21 HPE Ethernet 10Gb 2-port 546FLR-SFP+ Adapter HP_2240110004

VMware ESXi 7.0 MST Drivers Offline Bundle for Mellanox Adapters
Version: 4.25.0.703 (Recommended)
Filename: Mellanox-NATIVE-NMST_4.25.0.703-1OEM.703.0.0.18644231_22224803.zip

Prerequisites 

NA

Enhancements 

VM70 nmst 4.25.0.703



Get connected 

hpe.com/info/getconnected 

Current HPE driver, support, and security alerts delivered directly to your desktop 

© Copyright 2022 Hewlett Packard Enterprise Development Company, L.P. 
The information contained herein is subject to change without notice. The only warranties for HPE products and services are set forth in the 
express warranty statements accompanying such products and services. Nothing herein should be construed as constituting an additional 
warranty. HPE shall not be liable for technical or editorial errors or omissions contained herein. 

Trademark acknowledgments, if needed. 
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